
ALNOR® ventilation systems
is a legally protected trademark and technical patent. All rights reserved.

Ro
o

f H
o

o
d

s
Download Wentyle

Download AlnorCAM
Buy via B2B

D2

d

H

D1

The type E roof ejector is typically made of galvanised sheet 
metal. The bottom part linking to the lead-in is provided with 
an FLS steel flange.

Upon request, the ejector can be supplied with a female or 
male end, and made of acid-proof or aluminium steel.

Roof Ejectors

 WD-E

Example identification
Product code: WD-E - aaa - bbb

type
Æd
installation*

* NS – male connection without gasket

Dimensions 

Description
 Æd  ÆD1 ÆD2 H weight
  rated [mm] [mm] [mm] [mm] [kg]

125 185 225 250 2,3

150 220 270 290 2,7

160 230 290 310 2,8

200 280 360 375 3,6

250 350 450 430 5,2

300 400 520 480 6,6

315 440 570 510 7,5

355 500 640 550 9,9

400 560 720 600 13,0

450 630 810 660 15,7

500 700 900 715 19,3

560 790 1000 870 25,5

630 880 1135 1000 34,7

710 995 1280 1120 40,5

800 1120 1400 1200 56,5

1000 1400 1600 1400 74,0


